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NEW STANDARD PLAN NSP D97I

CORRUGATED POLYVINYL CHLORIDE PIPE

WITH SMOOTH INTERIOR

STANDARD AND POSITIVE JOINTS

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA
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PLAN VIEW

DETAIL A

DETAIL B

DETAIL C

SPIGOT BELL

BELL AND SPIGOT JOINT

PIPE Dia

(NOMINAL)
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TABLE A

See Detail C

BELL

SPIGOT

(Single gasket shown)

See Detail B

See Detail A

Joint

For pipe sections installed on straight

alignment, the pipe sections shall be joined 

to achieve maxium joint overlap at all points

on the periphery as indicated in Table A 

where the plans call for positive or 

watertight joints.  Maxium joint overlap is

recommended where the plans call for 

standard joints, but in no case shall the 

þÿ�j�o�i�n�t� �o�v�e�r�l�a�p� �b

 

For pipe sections installed on curved

alignment, the maxium angle of deflection 

from straight alignment at any joint shall 

not exceed two degrees.  Where the plans 

call for watertightness, field testing for 

compliance is required.  Where plans call for

positive joints, the pipe sections shall be 

joined to achieve Table A Dimensions on one

side of the joint.  Joints classified as standard 

þÿ�s�h�a�l�l� �h�a�v�e� �n�o� �l�e�s�s� �t�h�a

any point on the periphery.

 

Factory applied insertion line limit shall 

be placed on spigot.

 

Liner insert to be used inside of 

existing pipe.

B (See Table A)

A (See Table A)

Liner Insert

Insertion line

(See Note 3)

March 7, 2008

NSP D97I DATED MARCH 7, 2008 SUPPLEMENTS THE STANDARD
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PLANTING AND IRRIGATION

SYMBOLS
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EXISTING PROPOSED ITEM DESCRIPTION

IRRIGATION CONTROLLER(S) IN CONTROLLER

PLASTIC PIPE (PR 200) (SUPPLY LINE) (MAIN)

EXISTING PROPOSED ITEM DESCRIPTION

BACKFLOW PREVENTER ASSEMBLY (BPA)

BOOSTER PUMP (BP)

TRUCK LOADING STANDPIPE (TLS)

MASTER IRRIGATION CONTROLLER (MIC)

AUXILIARY IRRIGATION CONTROLLER (AIC)

ENCLOSURE CABINET (ICC)

REMOTE CONTROL VALVE (MASTER) (RCVM)

MANUAL CONTROL VALVE (MCV)

VALVE ASSEMBLY UNIT (VAU)

WYE STRAINER (WS)

FILTER ASSEMBLY UNIT (FAU)

GATE VALVE (GV)

CONTROL AND NEUTRAL CONDUCTORS (CNC)

IRRIGATION CONTROLLER (IC)/

IRRIGATION CONTROLLER (IC) (BATTERY)

BACKFLOW PREVENTER ASSEMBLY

IN ENCLOSURE (BPAE)

BALL VALVE (BV)

DUCTILE IRON PIPE (SUPPLY LINE) (MAIN) (DIP)

CONDUIT (COND)

GALVANIZED STEEL PIPE (SUPPLY LINE) (MAIN) (GSP)

GALVANIZED STEEL PIPE (SUPPLY LINE) (LATERAL) (GSP)

REMOTE CONTROL VALVE (RCV)

IRRIGATION SYSTEM

IRRIGATION SYSTEM TO BE REMOVED

QUICK COUPLER VALVE (QCV)

PRESSURE REDUCING VALVE (PRV) 

FLOW CONTROL VALVE (FCV)

COMBINATION AIR RELEASE VALVE (CARV) 

CHECK VALVE (CV)

FLUSH VALVE (FV)

PRESSURE RELIEF VALVE (PRLV)

FLOW SENSOR (FS)

DIP

BACKFLOW PREVENTER ASSEMBLY (BPA)

BACKFLOW PREVENTER ENCLOSURE (BPE)

PLASTIC PIPE (PR 200) (SUPPLY LINE) (LATERAL)

NOZZLE LINE W/TURNING UNION

QUICK COUPLING VALVE W/SPRINKLER PROTECTOR

SPRINKLER W/SPRINKLER PROTECTOR

CONNECT TO EXISTING SYSTEM

CAP

CHAIN LINK GATE

CAP EXISTING

PLASTIC PIPE (IRRIGATION LINE)

IRRIGATION CONTROLLER

CONTROLLER STATION

VALVE NUMBER

VALVE IN PARALLEL (IF APPLICABLE)

VALVE CODE

VALVE CODES FOR EXISTING VALVES

ARE SHOWN IN A DASHED ENCLOSURE.

-A-2b- -60

-3- -50

þÿ�2

QUANTITY OF SPRINKLERS (WHEN SHOWN)

QUANTITY OF TYPE SPRINKLERS (WHEN SHOWN)

CAM COUPLING ASSEMBLY (CCA)

scc

dip

IRRIGATION SLEEVE

SCC

DIP

fs FS

3 3

SPRINKLER CONTROL CONDUIT (SCC)

WATER METER (WM)

LICENSED LANDSCAPE ARCHITECT

RCV SIZE

GPM

40

GPM

302"

MCV SIZE
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REVISED STANDARD PLAN RSP H2

2-20-08

DATED MAY 1, 2006 - PAGE 202 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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To accompany plans dated

02-28-2009

02-21-2008

March 7, 2008

RSP H2 DATED MARCH 7, 2008 SUPERSEDES STANDARD PLAN H2
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